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i o T CONSTRUCTION DETAILS j |
330’ ' \ N TS A. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH PUSHBUTTON AND SIGN.CUT TO § FT. (CUT, CLEAN AND
' B GALVANIZE) (NOTE: INSTALL 1-3 IN. SCHEDULE 80,90 DEGREE CONDUIT BEND). SEE SECOND SHEET FOR
POLE LOCATION ‘AND SIGN MESSAGE. - o
_ ' B. INSTALL 3 IN. SCHEDULE 80 RIGID ELECTRICAL CONDUIT - TRENCHED »
‘ C. REMOVE EXISTING PEDESTRIAN SIGNALS AND PUSHBUTTON AND INSTALL NEW TWO-WAY COUNTDOWN
GENERAL NOTES . 5 PEDESTRIAN SIGNALS. INSTALL VIDEO DETECTION CAMERA ON EXISTING STREET LIGHTING ARM. .
=
1. ALL NEW VEHICLE SIGNAL INDICATIONS EXCEPT SIGNAL HEADS NOS.4 AND 8 WILL USE EXISTING CABLE. g . AEMOVE EXISTING SJGNAL HEADS AND INSTALL NEW L.ED. SIGNAL HEADS, REMOVE THE EXISTING -Fio-2
2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT BEING REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR _ o £ ION TR MoCLERN SLYD. : :
UPON COMPLETION OF THE WORK. : _ ' _ _
3. THE 10'SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM THE FACE OF THE PUSHBUTTON TO THE FACE 1 E S N U NTED GABINET AND. CONTROLLER | |
* OF THE PUSHBUTTON, NOT CENTER TO. CENTER OF POLE i H. REMOVE EXISTING SIDEWALK RAMP AND INSTALL NEW SIDEWALK RAMP (SEE SECOND SHEET FOR DETAILS)
4. PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHICH THEY ARE INTENDED. il WITH BRICK PAVER DETECTABLE WARNING SURFACE _ -
5. LOCATION OF ACCESSIBLE PEDESTRIAN ‘SIGNAL PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS OF MUTCD $EG.4E.09 SHA LINSTALL 4 FT.WIDE. 5 IN. CONCRETE CUT THROUGH MD STD.NO.655.21 AND BRICK PAVER DETECTABLE
AND FIG.4E.2 AND THE NCHRP PUBLICATION, "ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TO BEST PRACTICE". IF NOT RIGHT_OF-WAY i WARNING SURFACE _ . |
MET, THE CONTRACTOR IS TO STOP WORK ON PUSHBUTTON LOCATION UNTIL A DESIGN WAIVER IS. OBTAINED, APPPROVED . Il SHA J: REMOVE EXISTING S1-1 SIGN FROM PEDESTAL POLE AND INSTALL IT ON ONE 4 IN.X 4 IN, WOOD SUPPORT
BY THE DIRECTOR. OFFICE OF TRAFFIC AND SAFETY. ' SIGN K. REMOVE EXISTING PEDESTAL POLE, FOUNDATION, SIGNAL HEADS AND RELOCATE SIGN (SEE DETAIL 'J)
6. ALL ACCESSIBLE PEDESTRIAN EQUIPMENT SHALL BE DELIVERED TO' THE SHA SIGNAL SHOP FOR TESTING AND PROGRAMMING PRIOR Il OBJECT RIGHT-OF-WAY - %‘gm’;\'}‘g &?Qgﬁg’“ﬁggg& CONDUIT ' : :
TO INSTALLATION. CONTACT MR EDWARD RODENHIZER AT 410-767-7650 TO GOORDINATE. t Il MARKER N. INSTALL 24 IN. WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING IN SAME LOCATION
7. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALL AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSE SECTIONS, HIGHEST il : : ENT -
- _ ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO 'MEET CLEARANCE AS SPECIFIED IN MD 816.03,MD 818.01,MD 818.02,MD 818.04. THE
CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT. ’ il l
w 8. ALL INTERNAL CABINET WIRING TO BE PERFORMED BY THE SIGNAL SHOP.THE CONTRACTOR SHAL DELIVER THE APS CENTRAL CONTROL
W UNIT TO THE SHOP FOR TESTING AND PROGRAMING. Il
e 9. THE CONTRACTOR SHALL REMOVE ALL UNUSED CABLE. Il AN
T 10, ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANSARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. 0 : -
] THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE _ STATE OF MARYLAND
- LOCATED IN THE FIELD.IF THE CONTRACTOR PERCEVES THAT A CONFLICT BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, Il o ‘ DEPARTMENT OF TRANSPORTATION
T THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED. I < : S | STATE HIGHWAY ADMINISTRATION
0 : ti. ALL DETECTABLE WARNING SURFACES SHALL BE "BRICK'. I o) ) / W OFFICE OF TRAFFEIC & SAFETY
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